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GENERAL NOTES

1. ALL DIMENSIONS & EXISTING CONDITIONS IN AREAS OF WORK ARE TO BE FIELD VERIFIED PRIOR TO
COMMENCING WORK - ANY DISCREPANCIES ARE TO BE REPORTED TO THE ARCHITECT OR ENGINEER OF
RECORD PRIOR TO COMMENCING WORK.

2. PROTECT ALL AREAS & SURFACES ADJACENT TO DEMOLITION & CONSTRUCTION. PATCH & REFAIR ANY
DAMAGE RESULTING FROM THE DEMOLTION OF EXISTING ITEMS OR THE CONSTRUCTION OF NEW ITEMS.

3. NOTED AREAS INDICATED THE GENERAL EXTENT OF DEMOLITON. THE CONTRACTOR'S CHOICE OF MEANS &
METHODS OF CONSTRUCTION MAY REQUIRE MORE OR LESS DEMOLITION. THE MEANS & METHODS OF
DEMOLITION & CONSTRUCTION MUST BE ACCOUNTED FOR IN THE CONTRACTORS BID. ANY DEMOLITION &
REPAIR TO ADJACENT SURFACES BEYOND THE AREAS INDICATED IN THE CONTRACT DOCUMENTS WILL NOT
BE COMPENSATED FOR AFTER THE BID OPENING.

E CONNECT TO EXISTING STEEL
PIPING FLANGE

(B5Y
N

4., 72-HOUR NOTICE 15 REQUIRED FOR ANY UTILITY SHUT DOWN.

B. ALL EXISTING PVC PIPING, INSULATION & ALUMINUM JACKETS SHOWN ARE TO BE CAREFULLY DEMOLISHED o L 1‘ & ¥

L ¥

& REMOVED FROM THE SITE. Y f M : ; R
6. ALLEXISTING ANGLE IRON PIPE SUPPORTS (66 EACH - FIELD VERIFY) ARE TO BE REMOVED AND MODIFIED, — -~ 4

ikl
SEE DETAILS Bb, B6, Cb, & Co. REINSTALL MODIFIED SUPPORTS AT &-0" O0.C. TYPICAL, UN.O. FABRICATE 18 1
NEW SUPPORTS TO MATCH EXISTING. FIELD VERIFY THE TOTAL NUMBER OF SUPPORTS REQUIRED FOR &-0" H F M rCh I te CtS
0.C. SPACING.
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